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Q REFERENCIAS DE NORMAS: E
NBR 7195:1995 - CORES PARA SEGURANCA.
1ISO 12994-2:1998 - PAINTS AND VARNISHES - CORROSION PROTECTION OS STEEL STRUCTURES BY-
° PROTECTIVE PAINTS SYSTEMS - PART 2: CLASSIFICATION OF ENVIRONMENTS.
§ 1ISO 12994-3:1998 - PAINTS AND VARNISHES - CORROSION PROTECTION OF STEEL STRUCTURES BY
- PROTECTIVE PAINT SYSTEMS - PART 3: DESIGN CONSIDERATIONS. F
1ISO 12994-4:1998 - PAINTS AND VARNISHES - CORROSION PROTECTION OF STEEL STRUCTURES BY
PROTECTIVE PAINT SYSTEMS - PART 4: TYPES OF SURFACE AND SURFACE PREPARATION
! NUM.|REF. DESCRICAO VERIFICACAO DATA
G
‘ 2 1 |ESCADA 7001-0039 CONJUNTO
1 1 |GUARDA CORPO 7001-0030 CONJUNTO
NUM.|QTD. DENOMINACAO REFERENCIA| MATERIAL
B
Q ORDEM DE SERVICO: - H
MEMORIA DE CALC.: - GUARDA CORPO COM ESCADA
Y COPIA EMITIDA PARA:
N I W ARQ.0  PROD.O  INSP.O -
Y Y o) ESCALA: NUM. DA FOLHA: MONTAGEM
PREFEITURA MUNICIPAL 1:60 1
DE CAPIVARI DE BAIX0 - SC ACAB. GERAL, EXCETO INDIC.: N8 [PROJETISTA: RODRIGO DATA: 28/08/2020] |
COD. MOD./MAT.: - PROJECAO EM: |DESENHISTA: RODRIGO DATA: 28/08/2020
Protecéo contra corrosdo de estruturas metalicas por sistemas de pintura protetora MATERIAL: CONJUNTO 1° DIEDRO RESPONSAVEL: RODRIGO |DATA:
. , , - _ _ _ Durabilidade |CUSTO: ASSINATURA E CARIMBO DO RESPONSAVEL: T
Agressividade do | Sistema de pintura | Preparo superficial Tinta de Tinta Tinta de . - K i
. ) > . L kEsgrsoa estimada MASSA: g
ambiente aplicada no minimo fundo intermediaria acabamento
(anos) CATEGORIA: OUTROS TAM. DA FOLHA:
cs ESTATUS: Liberado 297x630mm J
média Fabricante Sa2% dupexfitigiatien - Pddiifegten@@gritico 200 >15 TOLERANCIAS GERAIS: NBR ISO 2768-mK-E
DIMENSOES EM MILIMETROS: NBR 10126 CODIGO: 7001-0035 |N° REV.. 00
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